RAD ANT

ELECTRIC HEAT

1248CL Lay-In Ceiling Heater

Radiant Electric Heat makes its CeramiCircuif™ element with a high
purity 99.8% aluminum oxide {alumina) ceramic. The element's
high density, diamond like hardness, stability at high temperature,
low thermal expansion, dielectric strength, corrosion

resistance, stiffness to weight ratio, fine grain structure, and
biocompatibility, make REH's panel the ideal heating choice for
residential, commercial and industrial applications. Once our
element quickly heats a room to a desired temperature, our heater
cycles off. Despite using no power, the element maintains a high
surface area temperature. This equals substantially lower heating
cost.
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HOW IT WORKS

cuit™ Radiant Ele g
provide rapid response
fort in as little as 5 minutes.
e combination of our exclusive
element and excellent design
provides for maximum output of
infrared energy. This assures
maximum comfort at minimum operating
expense. The room and everything in it
are evenly warmed by this heat energy.

o

iect absorbs, re-radiates and reflects the heat
rections, creating unparalleled comfort and

~ even temperatures throughout the space. Stratification
~is not an issue as it is with all convective HVAC sys-

tems. Comfort is also maximized by the elimination of
air movement. A Ten Year Non-prorated Limited War-
ranty, an operational life measured in decades, and
no service requirements, all mean additional savings
and quicker return on your investment.

sales@hydronichvac.com



Standard colors are White or
Beige, with Black available as i »

a standard option for the 1445 v Ve
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High Efficiency Ceramic Infrared Panels
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945 Cove TJC & Associates Environmental Engineering

MODEL DIMENSIONS WATTS BTU'S SHIP WT.

120 volt/4.8 amps | 208 volt/2.9 amps | 240 volt/2.4 amps | 277 volt/2.2 amps

645C 46" Lx 7" H x 5.5" D 2817

120 volt/6.8 amps | 208 volt/3.9 amps | 240 volt/3.4 amps | 277 volt/2.9 amps

46" Lx 10" Hx 75" D
120 volt/8.3 amps | 208 volt/4.8 amps | 240 volt/4.2 amps | 277 volt/3.6 amps

1445C & 1445CL B 46" Lx 15" Hx 10" D 1500 5150

120 volt/12.5 amps | 208 volt/7.2 amps | 240 volt/6.2 amps | 277 volt/5.4 amps

CERAMICIRCUIT VS GOMPETING COVE HEATER
CERAMICIRCUIT

COMPETITOR

Other manufacturers 600 Watt Calrod heating element enclosed in an extruded alumi-
num emitter with only a 1-year warranty.
Average surface temperature of 219.2 °F.

Our proprietary 585 Watt CeramiCircuit heating element embedded in a porcelain
coated carbon steel emitter coverad by a 10-year warranty.

Average surface temperature of 312.4 °F, 4.2%

larger emitting surface and 2.5% lower electrical draw results in a 52% efficiency ad-
vantage for our CeramiCircuit Radiant Heater.

1-877-936-4822 (HVAC) www.hydronichvac.com sales@hydronichvac.com



Lay-In Ceiling Heaters

The thermal images to the right illustrate the nearly
200 degrees higher surface temperature of a
CeramiCircuit™ Lay-In Ceiling Heater versus the
competition. Due to the ability of the CeramiCircui
element to store thermal energy in its core and release
it after the unit has powered down, it actually gives
off as much heat energy in the 10 minutes after it is
turned off as the competing unit projects into the
space in 10 minutes while fully charged. These

unique abilities lead to quicker recovery of comfort set
points and lower cost of operation.
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Armstrong TechZone™ Ceiling System Compatible
High Efficiency Ceramic Infrared Panels

1248CL Lay-In Ceiling Heaters

Specify the CeramiCircuitTM 1248CL with confidence. Our panel is the only Armstrong Ceiling ~  Only approved TechZone™ Solutions Partner effective for supplemental and spot heating.
Systems TechZone™ Approved Pariner Radiant Heating Solution. To save you time, we've * Fast acting and efficient with the Industries highest downward Radiant output.

teamed with the industry leader, Armstrong Ceiling Solutions', fo assure fit and finish. * Pre-qualified for fit and finish in Armstrong TechZone™ Ceiling Systems.

There’s no need to research fixture compafibility for your ceiling layout. Our 1248(L * Easy lay-in installation with no individual suspension required.

fits seamlessly into the Armstrong TechZone™ (Ceiling System helping you create a custom
visual. Confact us to see how using the 1248CL and Armstrong TechZone™ Ceiling Systems
can make specification and installation easy, reducing fime and labor cost. For more
information on Armstrong TechZone™ (Ceiling Systems please visit

htp://www.armstrongceilings.com/techzone

1248CL  12"x 48"x 3" 750 2559 21lbs

120 volt/6.3 amps 208 volt/3.6 amps 240 volt/3.1 amps 277 volt/2.7 amps



